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JES SUPPLY CO.
FlexKrete

APPLICATION TRAINING

702-651-8100 

www.jessco.com



5-gallon pail yields,

3 cubic feet, or  
20+ gallons of
material, mixed at 

3½ parts sand to 1 part 
FK

8 oz catalyst bottle



SURFACE PREP:  A clean, rough, dry surface 
should be attained.



APPLY FLEXPRIME
Mix equal parts A and B, brush, roll or spray onto surface, 

a thin coat.  No puddles or ridges.



MIX FLEXKRETE 

Remove lid and power 
mix, to evenly disperse 

any settlement.



Measure amount of 
FlexKrete needed, 

add catalyst, and mix 
for 60 seconds.

http://www.hardwarestore.com/pop-print/larger-image.aspx?prodNo=51176
http://www.hardwarestore.com/pop-print/larger-image.aspx?prodNo=51176


MEASURE AND ADD SAND

Put picture of somebody pouring sand into a pail.

Add 3 to 3½ parts blast sand to 1 part FlexKrete, and mix for 
approx. 1-2 minutes.   (Many different aggregates may be used, 

i.e., color quartz, slag, aluminum oxide, etc).



POUR INTO VOID
Fill flush and hand trowel, screed or pat smooth. 



A vibrator screed makes 
the job a snap!

Dispersing sand 
onto wet surface 
removes tack 





SIMULATE A FULL-DEPTH REPAIR
Tape around perimeter. Trowel into place.  Remove

tape immediately.   (For heavy traffic, key-ƛƴ ǿƛǘƘ ѹέΣ 
minimum,saw-cut around perimeter, rather than tape).



FlexTemp
For cold weather, freezer
rooms or fast set-up
times.

ALWAYS,mix in the clear
catalyst first, THEN,add
FlexTemp.
NEVER,combinethe two!
See label for amount to
add.
Usedat MINUS34°F.



FOR VERTICAL AND 
OVERHEAD REPAIR,

To catalyzedFlexKrete,add
1 part sand,3 parts fumed
silica,to obtainάŘƻǳƎƘ-like
consistency. Use more
fumed silica, less sand, for
lighter,moreάŘƻǳƎƘȅέmix.

(Varyamountsasneeded).





THEY
SAID 
IT 
WOULD
NOT
WORK!


